Type S — Article 5200 Available Sizes

JAYGO

INCORPORATED

Dragonite® soda Lime Glass Beads

Article Size range O Bulk density

5210 0-50 pm 96.72 Ibs/cu.ft.
5211 40 - 70 pm 95.47 Ibs/cu.ft.
5212 70-110 pm 94.84 Ibs/cu.ft.
5213 90 - 150 pm 94.84 Ibs/cu.ft.
5214 100 - 200 pm 94.84 Ibs/cu.ft.
5215 150 - 250 pym 94.84 Ibs/cu.ft.
5216 200 - 300 pm 94.22 Ibs/cu.ft.
5223 300 - 400 pm 94.22 Ibs/cu.ft.
5218 400 - 600 pm 93.60 Ibs/cu.ft.
5219 400 - 800 pm 92.97 Ibs/cu.ft.

Technical / Physical Data

Melting point 1446 | °C

Softening point (Littleton point) 734 | °C (107% dPas)

Transformation temperature 549 | °C (10" dPas)

Specific thermal Conductivity 1.129 | W/Km

Coefficient of expansion 9.05 | 10° (1/K) (20-400 °C)

Specific thermal capacity 1.329 | kd/kg K (> 600 °C)

Refractive index 1.5188

Youngs-Module 63 | GPa

Hardness according to Mohs >6

Specific weight 2.50 | kg/dm?® Test with Pyknometer according DIN ISO 787-10

Roundness (ratio of axis) 280 | %

Chemical resistance according to DIN-Methods

Hydrolytic class DIN ISO 719 HGB 3
Acidic class DIN 12116 S2
Alcaline class DIN 695 A2

Jaygo, Inc. manufacturers and supplies various types of equipment for the Chemical, Food and Pharmaceutical Industries:

e Continuous high speed e High speed dispersers ¢ Conical ScrewBlenders o Liguid filters

grinding mills o Filters/Dryers e High speed turbulent mixers e Vacuum Deaerators
* Heavy Duty low speed e Sigma Blade Mixers/Extruders e Reactors e General fabrication
dispersers

Modern test room facilities at our plant to test your praduct on any of the above equipment.



Chemical Composition / Heavy Metal Content

Si0, DIN 51001 MA.-% 72.50
Al,04 DIN 51001 MA.-% 0.58
Fe,05 DIN 51001 MA.-% 0.11
Ti0, DIN 51001 MA.-% 0.04
K,0 DIN 51001 MA.-% 0.21
Na,0 DIN 51001 MA.-% 13.00
Ca0 DIN 51001 MA.-% 9.06
MgO DIN 51001 MA.-% 4.22
PbO DIN 51001 MA.-% < 0.01
Ba0 - DIN 51001 MA.-% < 0.01
Zn0 DIN 51001 MA.-% <0.01
As,04 DIN 51001 MA.-% < 0.01
Sh,04 DIN 51001 MA.-% 0.02
S04 DIN 51001 MA.-% - 0.12
Sr0 DIN 51001 MA.-% < 0.01
Zr0, DIN 51001 MA.-% 0.01
B,03 DIN 51086-1 MA.-% < 0.01

Reference data from chemical Analysis - made by Dorfner Analysezentrum, D-92242 Hirschau; Test Report No. 1003383/AU-27897-07-06697, did June 5, 2007

Size Distribution

Art. 5210/ 0 - 50 pm

Art. 5211 /40 - 70 pm

Art.5212/70 - 110 ym

Art. 5213 / 90 - 150 pm

Art. 5214 / 100 - 200 pm

> 80 uym 0%
> 60 pm 0%
> 50 ym 2%
> 45 um 30%
> 36 ym 60%
> 300 pm 70%
<30 uym 30%

> 125 pym 0% | > 180 pm 0%
> 106 pm 0% | > 150 pym 0%
> 80 ym 3% | >125 pm 0%
> 60 pm 30% | > 106 pym 10%
> 40 pm 99% | >71 pm 95%
> 30 um 100% | > 60 pm 100%
<30 ym 0% | <60 um 0%

> 250 pm 0%
> 212 ym 0%
> 180 ym 0%
> 150 pm 10%
> 90 pm 80%
> 71 pm 100%
<71 pm 0%

> 350 pm 0%
> 300 pm 0%
> 250 pm 0%
> 200 pym 5%
> 100 pym 98%
> 90 pm 100%
<90 pm 0%

Art. 5215 / 150 - 250 pm

Art. 5216 / 200 - 300 pm

Art. 5223 / 300 - 400 pm

Art. 5218 / 400 - 600 pm

Art. 5219 / 400 - 800 pym

> 350 pm 0%
> 300 pm 0%
> 250 pm 10%
> 200 pm 70%
> 150 pm 99%
> 125 um 100%
<125 um 0%

> 350 pm 0% | > 500 pm 0%
> 315 ym 5% | > 425 pm 0%
> 300 pm 10% | > 400 ym 10%
> 212 ym 90% | > 300 pm 95%
> 200 pm 95% | > 250 pm 99%
> 150 pm 100% | > 200 pm 100%
<150 pm 0% | <200 pm 0%

> 800 pm 0%
> 710 ym 0%
> 600 pm 5%
> 500 pm 40%
> 400 pm 95%
> 300 pm 100%
< 300 pm 0%

> 900 pm 0%
> 800 pm 3%
> 600 pm 30%
> 500 pm 40%
> 400 pm 95%
> 300 pm 100%
< 300 ym 0%

All data on technical specification are reference values
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